Macro IP67 230V with hex louver

DGN

Projectors | IP67 | Class lll | Dimmable

--15

105

LIGHT SOURCE & OPTIC FIXTURE ELECTRICAL FEATURES
Power Dimensions Power supply
3W @ 49mm x H 76mm (cylinder) Main voltage:
ewW 220-240Vac
9w Material

Aluminium Driver requirement
Lens Built-in
3° Body finishes
10° Black Control
30° Titanium On/off
50° Gray

Feature

Beam Direction Weight Water Infiltration Protection System
Adjustable: 710gr
Tilting +/-100°, rotating +/-355°,
Symmetrical Mounting

On surface
Material
PMMA + glass Fixing

Applique
LED quantity Stake
1 Tree strap mounting
Binning Working temperature

2 MacAdam steps

Color temperature & quality
2700K CRI>80

3000K CRI>80/90

4000K CRI>90

Lifetime
(L90) >60.000 hrs

-20° / +40°
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PHOTOMETRIC DATA (3000K CRI>90)
3W - 3°| UGR 10

120" Gamma Angles.

105°

5

0.20

0.30

0.40

0.49

78

6W -10° | UGR 3

120° Gamma Angles

105°

180°

3000

1207

105°

H D Eav
(m) (m) (x)
1 0.26 2199
2 0.52 550
3 0.78 244
4 1.04 137
5 1.29 88

6W -30°| UGR7

120° Gamma Angles.

105°

180°

1500

120°

105°

0.78

1.16

1.65

1.94

52

34

6W -50°| UGR 8

120° Gamma Angles

180"

105

800

5

1.66

2.21

2.76

28

18

Total lumen output

124 Im

Efficacy
41 Im/W

Total lumen output

377 Im

Efficacy

63 Im/W

9W -10°| UGR 5

120° Gamma Angles.

105

180

3000

H D Eav
(m) (m) ()
1 0.26 2865
2 0.52 716
3 0.78 318
4 1.03 179
5 1.29 115

Total lumen output

Efficacy
42 Im/W

377 Im

Total lumen output

242 Im

Efficacy
40 Im/W

9W -30° | UGR 8

120" Gamma Angles

180°

1500

cdikim

1.57

1.97

Eav

(x)

1200

105

1103

276

123

69

44

Total lumen output

320 Im

Efficacy
43 Im/W

Total lumen output

211 Im

Efficacy
35 Im/W

9W - 50° | UGR 9

120" Gamma Angles

105

5

1.67

2.22

2.78

()
585

146
65
37

23

Total lumen output

280 Im

Efficacy
31 Im/W

Page 2/3

Product specifications and data are subject to change without warning, due to continue technical upgrades. Images are indicative of the quality and style of the product, but may not represent the precise details of the

item you receive. Since we are constantly working to make improvements and for aesthetic reasons, cables and/or electrical elements are often not shown or specified.

For further information please check our website www.dga.it or send us an e-mail to ufficiotecnico@dga.it | Vs 100725



MGCfO |P67 230V with hex louver

DGN

INTERCHANGEABLE ACCESSORIES INSTALLATION ACCESSORIES
Low glare visor (AO0519._0) Watertight connector (A00387.40)
_49
37
T~
9 /36,5

Low glare snoot (A00848._0)

Qe
49

Page 3/3

Product specifications and data are subject to change without warning, due to continue technical upgrades. Images are indicative of the quality and style of the product, but may not represent the precise details of the

item you receive. Since we are constantly working to make improvements and for aesthetic reasons, cables and/or electrical elements are often not shown or specified.

For further information please check our website www.dga.it or send us an e-mail to ufficiotecnico@dga.it | Vs 100725



