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MACRO IP67
220-240Vac

3W
220-240Vac

6W
220-240Vac

9W
220-240Vac

Finiture
Finish

Colore LED
LED Colour

Lumen Output 3000K 200lm 450lm 600lm

3° Lens 7T4136._ _  3  Grigio - Gray

 4  Nero - Black

 T Titanio - Titanium

 Y  2700K

 W  3000K CRI > 90

 6  3000K

 J  3500K

 9  4000K

10° Lens 734137._ _ 734138._ _

30° Lens 764137._ _ 764138._ _

50° Lens 7D4137._ _ 7D4138._ _

Ø50

+/-90°
+/- 355°

76

92

12868

45

MACRO IP67
220-240Vac - CON NIDO D’APE - WITH HEX LOUVER

3W
220-240Vac

6W
220-240Vac

9W
220-240Vac

Finiture
Finish

Colore LED
LED Colour

Lumen Output 3000K 200lm 450lm 600lm

3° Lens 7T4142._ _  3  Grigio - Gray

 4  Nero - Black

 T Titanio - Titanium

 Y  2700K

 W  3000K CRI > 90

 6  3000K

 J  3500K

 9  4000K

10° Lens 734143._ _ 734144._ _

30° Lens 764143._ _ 764144._ _

50° Lens 7D4143._ _ 7D4144._ _

Ø50

+/-90°
+/- 355°

76

92

12868

45

Grado di protezione IP
Protection ratingIP67

Class II

Montaggio a parete, sof�tto, pavimento
Wall, ceiling, �oor mounting

WIPS - Water In�ltration Protection System

Cavo in neoprene 200 cm
200 cm neoprene cable
Cavo uscente in neoprene L = 100 cm
Provided with 100 cm neoprene cable  

 (disponibile lunghezza cavo su misura)
 (additional cable length available upon request) 

Alimentazione integrata, collegare alla tensione di rete 220-240Vac
Built-in driver, connect directly to the line voltage to 220-240Vac

Peso dell’apparecchio
Product weight758 gr

Altamente riciclabile
Highly recyclable

EXAMPLE CODE COMPOSITION

FINISH

LED COLOUR 

123456._ _

MACRO IP67
220-240Vac

Visiera 
antiabbagliamento
Low glare visor

A00519._0

Visiera cilindrica 
antiabbagliamento
Low glare snoot

A00848._0

ACCESSORI
ACCESSORIES

Connettore stagno
Watertight connector

A00387.40


