
Product specifications and data are subject to change without warning, due to continue technical upgrades.  Images are indicative of the quality and style of the product, but may not represent the precise details of the 
item you receive. Since we are constantly working to make improvements and for aesthetic reasons, cables and/or electrical elements are often not shown or specified.
For further information please check our website www.dga.it or send us an e-mail to ufficiotecnico@dga.it  |  Vs 050625

Page 1/2

Luna 230V
Suspension  |  IP40  |  Class II   |  Not dimmable

Power
7W

Emission
Diffused

Beam Direction
Fixed, Symmetrical

Material
Glass

LED quantity
56

Binning
2 MacAdam steps

Color temperature & quality
2700K CRI>80
3000K CRI>80/90
4000K CRI>80

Lifetime
(L70) >54.000 hrs

Dimensions 
Ø 92mm x H 24mm

Material
Brass 
Aluminium

Body finishes
PVD Satin Black
PVD Polished Black
PVD Gold Chrome 
PVD Satin Gold
PVD Rose gold
PVD Shiny Chrome
Titanium
Dark bronze
Champagne gold

Ceiling canopy finishes
Black (RAL 9005)
White (RAL 9003)

Weight
400gr

Mounting
On surface

Fixing
Screws

Power Supply 
Main Voltage: 220-240 Vac

Driver requirement
Built-in

Control
On/off

LIGHT SOURCE & OPTIC FIXTURE ELECTRICAL FEATURES
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Luna 230V
PHOTOMETRIC DATA (3000K CRI>90)

7W - 105° | UGR 24

Total lumen output 
342 lm

Efficacy 
49 lm/W
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